
London Electronics ATEX Zone 2
Stor-sifferskjermer

Vår London Electronics EXNR-FUSION-serie oppfyller de nødvendige standardene for ATEX-sone 2 og 22. Skjermene
våre er plassert i 316L rustfrie stålkapslinger og er forseglet til IP66. Tilgjengelig i 4-sifrede høyder som standard med
et utvalg av 5-sifrede farger og i 4- eller 6-sifret format, de er godt synlige for bruk i eksplosjonsfarlige områder.

IP66 Tettet
Tallhøyder på 2", 4", 6" og 8"
Blå, grønne, røde, hvite eller gule sifre
4 eller 6 sifre
Innendørs eller utendørs lysstyrkesiffer
Godta de fleste industrielle signaler
95-265V AC eller 11-30V DC drevet
Alternativ for måleenheter

   English Description

Our EXNR-FUSION range meets the required standards for ATEX Zones 2 and 22. Our displays are housed in 316L
stainless steel enclosures and are sealed to IP66. Available in 4 digit heights as standard with a choice of 5 digit
colours and in 4 or 6 digit format, they are clearly visible for your hazardous area application.

Sealed to IP66
Digit heights of 2", 4", 6" and 8"
Blue, green, red, white or yellow digits
4 or 6 digits
Indoor or outdoor brightness digits
Accept most industrial signals
95-265V AC or 11-30V DC powered
Units of measure option

https://veiing.oneco.no/product/atex-zone-2-store-sifferskjermer/


Category: Indikator/ Instrumentering, London Electronics, Stor-Displayer

Lager status / Stock Status: instock

https://veiing.oneco.no/product-category/instrumentering/
https://veiing.oneco.no/product-category/london-electronics-2/
https://veiing.oneco.no/product-category/stor-displayer/
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