
Nobel KIMD-1 veiemodul

Beskrivelse
Kraftig vektmodul for veiing med høy kapasitet. Den doble skjærbjelkens design med flytende åk er enkel å installere
og nøyaktig, selv når den utsettes for dynamiske prosesskrefter og alvorlige miljøforhold. Designet gir mulighet for
termisk utvidelse av brovekten og er ufølsom for vibrasjoner og forstyrrende sidekraft. Ingen behov for stagstenger
osv. KIMD-1-modulen kan leveres med tilpasset mekanikk for enkel installasjon. Alle KIMD-lastceller kan være
ATEX/IECEx-sertifisert for bruk i eksplosive atmosfærer.

Egenskaper
Enkel installasjon
Ingen ekstra monteringsdetaljer er nødvendig
Egnet for veiing i stor størrelse
Bevegelig lastepunkt
Tillat bevegelse forårsaket av termisk ekspansjon
ATEX/IECEx godkjent for eksplosjonsfarlige områder

   English Description

Description
Heavy duty weight module for high capacity weihging. The double ended shear beam design with flotaing yoke is
easy to install and accurate, even when subjected to dynamic process forces and severe environmental conditions.
The design allows for thermal expansion of the weigh bridge and is unsensitive to vibrations and disturbing side force.
No need for stayrods etc. The KIMD-1 module can be supplied with customized mechanics foe easy installation. All
KIMD load cells can be ATEX/IECEx certified for use in explosive atmospheres.

Features
Simple installation
No extra mounting detail is needed
Suitable for weighing in large size
Movable load point
Allow movement caused by thermal expansion
ATEX/IECEx approved for hazardous areas

https://veiing.oneco.no/product/kimd-1-weigh-module/


Category: Veieceller, Vishay Nobel

Lager status / Stock Status: instock

https://veiing.oneco.no/product-category/veieceller/
https://veiing.oneco.no/product-category/vishay-nobel/
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