
Nobel KOM-1 veiemodul

Beskrivelse
KOM-1 veiemodul har en robust og kompakt design og en nøyaktighet som gjør den spesielt egnet for last- og
nivåovervåking i lagertanker. Føleelementet består av tre seksjoner. De to ytre seksjonene utgjør støtter og hviler på
den innebygde blokken, som er festet til basen. På den midtre delen, som er den lastfølende delen, er det et åk som
benet på tanken er festet til. Sensoren er effektivt låst slik at den ikke kan vri seg i den innebygde blokken.

Egenskaper
Egnet for last- og nivåovervåking i lagertanker
Robust design
ATEX/IECEx godkjent
Enkel installasjon

   English Description

Description
The KOM-1 weigh module has a rugged and compact design and an accuracy, which makes it especially suitable for
load and level monitoring in storage tanks. The sensing element consists of three sections. The two outer sections
constitute supports and rest on the built-in block, which is secured to the base. On the middle section, which is the
loadsensing part, there is a yoke to which the leg of the tank is secured. The sensor is efficiently locked so that it
cannot twist in the built-in block.

Features
Suitable for load and level monitoring in storage tanks
Rugged design
ATEX/IECEx approved
Simple installation

Category: Veieceller, Vishay Nobel

https://veiing.oneco.no/product/kom-1-weigh-module/
https://veiing.oneco.no/product-category/veieceller/
https://veiing.oneco.no/product-category/vishay-nobel/


Lager status / Stock Status: instock
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