
Nobel KOSD-40 lastecelle

Beskrivelse
KOSD-40-pinne lastcellen har en robust design for tøffe miljøer og er egnet for kraftmåling og
overbelastningsbeskyttelse. Den sylindriske formen gjør det enkelt å bytte ut en akse. KOSD-40 kan leveres i en modul
for last- og nivåovervåking i lagertanker, da kalt KOM-1. Kan tilpasses andre dimensjoner og kapasiteter Alle KOSD-
lastceller kan være ATEX/IECEx-sertifisert for bruk i eksplosive atmosfærer.

Egenskaper
Egnet for kraftmålingsapplikasjoner
Enkel installasjon
Den sylindriske formen gjør det enkelt å bytte ut en akse
Motstandsdyktig mot tøffe omgivelser
Kan tilpasses andre dimensjoner og kapasiteter
ATEX/IECEx godkjent for farlig område på forespørsel
Sertifisert for funksjonell sikkerhet

   English Description

Description
The KOSD-40 pin load cell has a rugged design for harsh environment and is suitable for force measurement and
overload protection. The cylindric shape makes it easy to replace an axis. The KOSD-40 can be delivered in a module
for load and level monitoring in storage tanks, then called KOM-1. Could be adapted for other dimensions and
capacities All KOSD load cells can be ATEX/IECEx certified for use in explosive atmospheres.

Features
Suitable for force measurement applications
Simple installation
The cylindric shape makes it easy to replace an axis
Resistant against harsh environment
Could be adapted for other dimensions and capacities
ATEX/IECEx approved for hazardous area upon request
Certified for Functional Safety applications

https://veiing.oneco.no/product/kosd-40-load-cell/


Category: Veieceller, Vishay Nobel

Lager status / Stock Status: instock

https://veiing.oneco.no/product-category/veieceller/
https://veiing.oneco.no/product-category/vishay-nobel/
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