Nobel WIN5 Instrument

WeighNET

Beskrivelse

WIN 5 vektindikator er designet for operasjoner med veieceller i enkle industrielle applikasjoner. Indikatoren er
utstyrt med betjeningsknapper som tillater: taravektinnstilling, nullstilling for tomvekt og visning av brutto- og
nettovektverdier. Avlesningene av den méalte massen presenteres pa et 6-sifret LED-display. Relékontrollutgangene
kan justere nivaet pa malt signal og styres i henhold til nivaverdien. Indikatorens programvare tillater ytelse av to
kalibreringsmetoder: databladkalibrering eller dodvektskalibrering. Dessuten er indikatoren utstyrt med analog
stremutgang. Indikatoren er tilgjengelig i 24 VDC eller 230 VAC stremforsyning.

Egenskaper

Jobber med veieceller i veiemalesystemer
Innganger: veiecelle - 4-leder eller 6-leder
1 x digital

Utganger: 2 x relé

1xanalog

Datablad eller dgdvektskalibrering
Beskyttelsesklasse IP65

RS-485 / Modbus RTU
Signaltoppverdideteksjon

Datablad: https://docs.blhnobel.com/?id=11585
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English Description

Description

The WIN 5 weight indicator is designed for operations with load cells in simple industrial applications. The indicator
is equipped with operating pushbuttons that allow: tare weight setting, zero setting for empty balance, and
displaying of gross and net weight values. The readouts of the measured mass are presented on a 6-digit LED display.
The relay control outputs can adjust the level of measured signal and are controlled according to level value. The
indicator's software allows the performance of two calibration methods: data sheet calibration or dead weight
calibration. Moreover, the indicator is equipped with analog current output. The indicator is available in 24 VDC or
230 VAC power supply.


https://veiing.oneco.no/product/win5-instrument/
https://docs.blhnobel.com/?id=11585

Features

Works with load cells in weighing measurement systems
Inputs: load cell 4-wire or 6-wire

1 digital

Outputs: 2 relay

1 analog

Data sheet or dead weight calibration

Protection class IP65

RS-485 / Modbus RTU

Signal peak value detection

Datablad: https://docs.blhnobel.com/?id=11585

Category: Indikator/Instrumentering, Vishay Nobel

Lager status / Stock Status: instock


https://docs.blhnobel.com/?id=11585
https://veiing.oneco.no/product-category/instrumentering/
https://veiing.oneco.no/product-category/vishay-nobel/
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