
Scaime ZA30X

500 kg – 7.5 t
S-type Lastecelle laget av rustfritt stål, IP68 helsveiset beskyttelsesnivå
Godkjent 3 000 d OIML R60 i strekk for bruk i juridisk for handelsveieapplikasjoner
Lastecelle Dedikert til måling av spenning eller kompresjonsvekt
Ideelt brukt for traktveiing, lastkontroll på løfteutstyr og kraftmåling i testapplikasjoner
Gjeldende kalibrert utgangssignal for multicellemontering

Kapasiteter: 0,5, 1, 2, 5, 7,5 t

   English Description

500 kg – 7.5 t
S-type Load cell made of stainless steel, IP68 fully welded protection level
Approved 3 000 d OIML R60 in tension for use in legal for trade weighing applications
Load cell Dedicated to tension or compression weight measurement
Ideally used for hoppers weighing, load control on lifting equipment and force measurement in testing
applications
Current calibrated output signal for multi-cell mounting
Capacities : 0.5, 1, 2, 5, 7.5 t

Category: Scaime, Veieceller

Lager status / Stock Status: instock

https://veiing.oneco.no/product/za30x/
https://veiing.oneco.no/product-category/scaime/
https://veiing.oneco.no/product-category/veieceller/
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